
High-speed communications cable 
wiring instructions

Wiring instructions
H-1000-7560-07-A

Pin no. 
(head 
end)

Colour
Pin no. 

(controller 
end)

1 Orange 3

2 Black 2

3 Red 6

4 Grey 7

5 Brown 15

6 Orange / black 11

7 White 4

8 Clear 12

9 Green / yellow 9

10 Pink 8

11 Green 1

12 Green / black 10

13 Blue 5

14 Violet 13

15 Yellow 14

Shell Screen Shell

* NOTE: Cable lengths are: 

 

A-5669-0089 5 m 

A-5669-0090 10 m 

A-5669-0091 15 m 

A-5669-0092 20 m 

A-5669-0093 25 m

Head end 
(15-way high-

density D-socket) 
pin number

Controller end 
(15-way D-plug) 

pin number

Fold outer screen under 
strain relief at both ends

After cable installation 
remove heat shrink. Care 
must be taken to avoid 
damage to pre-prepared 
cable ends.
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For worldwide contact details, visit www.renishaw.com/contact

About Renishaw

Renishaw is an established world leader in engineering technologies, with a strong history 

of innovation in product development and manufacturing. Since its formation in 1973, the 

company has supplied leading-edge products that increase process productivity, improve 

product quality and deliver cost-effective automation solutions.

A worldwide network of subsidiary companies and distributors provides exceptional service 

and support for its customers.
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