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〒160-0004  東京都新宿区四谷 4 丁目 29 番地 8

レニショービル
TEL : 03-5366-5315       FAX : 03-5366-5320

〒456-0036  愛知県名古屋市熱田区熱田西町１番 21 号
レニショービル名古屋
TEL： 052-211-8500      FAX ： 052-211-8516

名古屋市営地下鉄名港線 日比野駅から徒歩 10 分
名古屋市営地下鉄名城線 神宮西駅から徒歩 9 分

東京オフィス 1F

東京アプリケーションスタジオ (T.ApS)
名古屋オフィス 1F

東京オフィス

名古屋オフィス

ショールーム

レニショー株式会社　オフィスのご案内

メトロ丸ノ内線 新宿御苑前駅から徒歩 4 分

XK10 enables fast and easy measurement of 
machine tools
The XK10 alignment laser system has been developed specifically for 

measurements of geometric and rotational errors on machine tools.  

Used with the XK10 machine tool fixturing kit, it enables faster and 

easier measurements over traditional methods, such as dial gauges, 

autocollimators and metrology artefacts. 

Measuring geometric and rotational errors during machine build, 

maintenance and service enables accurate alignment and adjustment 

of machine axes to achieve optimum performance. This reduces time 

during machine assembly processes and on-site service, including regular 

maintenance or following a collision.

Flyer

XK10 alignment laser system 
For measurement of geometric and rotational errors

XK10 alignment laser measuring squareness


